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MAX.AXIAL DISPLACEMENT :
MAX.RADIAL DISPLACEMENT :

ANGULAR OFFSET : 0.3 °

MAX.PRESSURE :
MAX.WORKING TEMPERATURE :

10 bar

SPEED RANGE : 1 — 10 rpm

10 mm

1T mm

120 ‘c

TEST PRESSURE : 16 bar
NN
ASTM B584—C836
H 50 [goor ! F5380/038 BRONZE
N ASTM A313
M 42 RETAINING RING L V100021100W48 TREATED STAINLESS STEEL
ASTM A313
41 T remamne mne ! V100021100W48 | rpeatep” STAINLESS STEEL
27 OFING 1 6666495V FLUORO ELASTOMER
1T 26 O-RIG 1 6666505V FLUORO ELASTOMER
NN -
25 OFING 1 6666470V FLUORO ELASTOMER
24 OFING 1 6666817V
21 RETANING RING 1 hmumb\cﬁju P.T.F.E. + BRONZE
ASTM A276
19 SYPHON 1 ﬁm.wmb\gmb 2. 316
ASTM A276
14.7 V7 [cuosure oisc ! F5380/07Q P. 316
ASTM A313
76.5 8 13 SPRING 8 665515E TP. 316
- ASTM A193
12 SET SCREW L 6663612E TP. 316
10 OFING 1 6666484V FLUORO ELASTOMER
9 OFING 2 6666424V FLUORO ELASTOMER
ASTM A193
S GUIDE BUSHING 1 mmumm\ 010 TP. 316
ASTM A276 TP.316L+
2 SHAFT 1 \.u.m.wmo\ 020K2 TUNGSTEN CARBIDE
ASTM A276 TP.316L+
! STATIONARY RING ASSEMBLY ! \...m.wme\ 060k2 TUNGSTEN CARBIDE
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